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Application for Special Flight Operations Certification
Calder Chernoff
D:20091119154025- 05'00'
D:20091119154030- 05'00'
Special Flight Operations Certification - Parachuting 
Fax Numbers: 
North York, Ontario 
416-952-0196 
 Laird Gillespie 
Moncton, NB
506-851-7190  
 Aviation Licensing 
Vancouver, BC
604-666-4839   
Fax Numbers:
Mr. Dixon 
Winnipeg, Manitoba 
204-984-2069 
Bill Atherton 
Dorval, QC 
514-633-3585   
Omer Lemaire 

  SECTION 1 (TO BE COMPLETED FOR JUMPS INTO CONTROLLED AIRSPACE.)   
Location of Landing Site - Latitude / Longitude and Accurate Geographical Description and Distance and Bearing from Navigation Aid if within 20 nautical mile radius  

  SECTION 2 (TO BE COMPLETED FOR DEMONSTRATION JUMPS INTO BUILT UP AREAS OR ASSEMBLIES OF PERSONS ONLY)   

  DIAGRAM OF PROPOSED LANDING AREA   
INSTRUCTIONS 
USE THE REVERSE SIDE OF THIS FORM FOR A 300 METRE BY 300 METRE SCALE DIAGRAM OF THE LANDING AREA.  ALL HAZARDS AND OBSTRUCTIONS MUST INCLUDE HEIGHT ABOVE GROUND LEVEL - SEE INSTRUCTIONS ON LEFT
1. INDICATE  LOCATION OF ALL HAZARDS, OBSTRUCTIONS, ETC.  INCLUDING HEIGHT  ABOVE THE GROUND.
2. INDICATE  THE TYPE OF TERRAIN, I.E. GRASS, ASPHALT; 
3. INDICATE PROVISIONS FOR CROWD CONTROL; 
4. INDICATE THE LOCATION OF THE LANDING AREA SUPERVISOR(S) 
5. INDICATE THE LOCATION AND DESCRIPTION OF ALTERNATE LANDING SITES
NOTE: 
1: EXIT ALTITUDE WILL BE NO LOWER THAN 2200 FT AGL. 
2: THE AIRCRAFT WILL HAVE A TWO-WAY RADIO CAPABLE OF COMMUNICATING WITH THE AIR TRAFFIC CONTROL AGENCY RESPONSIBLE FOR THE AIRSPACE. 
3: THE PILOT IN COMMAND WILL COMPLY WITH ALL AIR TRAFFIC PROCEDURES ESTABLISHED FOR THE OPERATION. 

  Parachute Landing Area Supervisor(s) Name(s) and Qualifications   
See below 

  JUMPER'S NAME   

  QUALIFICATION   

  ADDRESS   

  TELEPHONE   

  SECTION 3   
FOR PARACHUTE DESCENTS AT AN AIRPORT OR AERODROME; I DECLARE THAT THE AIRPORT MANAGER OR AERODROME OPERATOR HAVE BEEN ADVISED OF THE PROIPOSED PARACHUTE DESCENT(S) AND HAVE NO OBJECTION. 
FOR PARACHUTE DESCENTS ONTO PRIVATE PROPERTY. I DECLARE THAT THE LAND OWNER OR TENANT(S) HAVE BEEN ADVISED OF  THE PROPOSED PARACHUTE DESCENTS AND HAVE NO OBJECTION. 
FOR PARACHUTE DESCENTS OVER OR INTO A BUILT UP AREA OR AN OPEN AIR ASSEMBLY OF PERSONS. I DECLARE THAT THE LAND  OWNER OR TENANT HAVE GRANTED PERMISSION AND THE GOVERNING MUNICIPALITY HAS BEEN INFORMED OF THE PROPOSED  OPERATION AND NEITHER HAS ANY OBJECTION. 
Please complete & fax to Transport Canada in your region - do not fax to the CSPA office
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